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About us

• Founded 2001 by Juha Rajala, Marie Laestander och Stefan Nordmark. 

• Located in Kalix, Norrbotten with 17 employees.

• We provide services in construction of electronics within communication and 
measurment to global customers.

• Customers : Kollmorgen/Toyota Trucks, Kone, SKF, Abbot, Mobilaris, LKAB, Boliden, IBA, 
Fältcommunications, PEAB and so on.

• IoT‐solutions for industrial applications

• ISO‐9001 & ISO‐14001 certified.

• AAA rated.



Products 

• See Real-Time Strength Development
Plug and play

• Resource-free measurement

Concrete sensor Themisto



This is how the system works

The RFID‐ tranponder, which contains a sensor and a 
transciever, is cast into a concrete structure. Data 
from the tag is transmitted to an external access 
point in the vicinity of the concrete structure.

The external access point is connected to internet via 
GPRS. The information is sent to a database where 
the strength of the concrete is calculated.

This is done by using available theories equivalent 
maturity and maturity curves for a specific concrete 
quality. The information is presented by using a 
graphical interface for the casting process.

Wireless measuring of the temperature in concrete

Transponder in 
concrete casting

GPRS access 
point

Communication 
with server

Monitoring of 
the casting 
process



Products used in the system  

The transponder is moulded in polyamide. It has 
two leds giving helpful indications during 
installation. Mounting is easy by using two cable 
ties to strap the transponder on a reinforcing bar. 
The transponders battery capacity is one month 
if the transponder is sampling data every 15 
minutes.The access point can be easily placed in the vicinity of 

the concrete structure. Data is collected from the 
transponder by radio and then transmitted  to the 
database via GPRS. All communication is wireless. The 
access point can be placed up to 50 m from the 
transponder and it has a 5 year battery capacity. Every 
access point can handle 30 transponders at the same 
time.

The database keeps track of sensors via a master. 
Through the interface, all data and statistics can be 
accessible to those with user access. The measuring 
places are indicated where the casting took place with 
tags and are saved in the database.
Server: Windows 2008 alt. 2012, SQL 2008 alt. 2012, 
Windows IIS.

Ferusa, Master

Themisto - Transpondern



Accessories and News 

The handheld unit can be used as an option, if for some 
reason GPRS or internet access is not possible. The 
handheld unit can activate the transponders and 
extract log  data. The log data can be downloaded from 
the handheld unit to the database.

Nereid, Handheld unit

• Handheld unit as complement during installation and collecting data.  

• Length of temperature sensor cable up to 20M with out changing measurement 
tolerances   +‐0.3C

• Humidity sensor 2018‐Q2 



Why Themisto?
The concrete construction will be monitored during 
the curing‐ drying and operation process. The data 
stored from the sensors will assure a quality control 
for the process that will lead to a more efficient 
bulding with fewer risks.

The transponders are easy to install and it takes less than 
one minute to install on a reinforcing bar. The access point 
can be mounted on a wall or a post nearby. Immediately 
after the installation, data can be viewed in your computer, 
tablet or cell phone .

Environmental benefits can be achieved through an efficient 
use of the cast production facilities. Furthermore the person 
in charge doesn´t  have to drive anywhere to check the 
concrete cast, as this can be done on any computer, tablet or 
cell phone.

Reliable time schedules and a process without 
unpleasent surprises. The information from the concrete 
casting is saved and will serve as an assurance of an 
approved process.

The cost reduction is gained through reducing the excessive 
strength, faster cycle times and better utilization of the 
precast production facilities.



Live demonstration

• http://swerock.betong.adage.se/login



Advantages

• 1. You can prepare / enable the sensor before casting, as well as change the start of the  
cast time

• 2. Continuous monitoring via computer, tablet or mobile phone

• 3. Most concrete types are included

• 4. Easy to create your own concrete type if required

• 5. Archiving casting data as well as easily copying the information / data into your reports 
that you deliver to your customers

• 6. We store all data in servers that you have access to

• 7. No physically need to be in place to decide on any action for the occasion

• 8. Installation of sensor in the design is less than 2 minutes

• 9. Safe dismantle of molds, which gives increased personal safety

• 10. Dismantle their construction at the right time gives a cost optimization for the rent of 
mold 

• 11. Documentation easily show where the responsibility lies

• 12. Decisions can be made by anyone who has access to the system, no need of a 
specialist

• 13. Planning tool Qa



Save money, 
environment (Co2)
and have satisfied 

citizens





Förbifart Stockholm



• WiFi tag IEEE 802.11 b/g/n (CCX compatible)
• Configurable blink rate (15 seconds interval gives 

approx. 3 years operation)
• Embedded accelerometer allows smart functions 

(detection of tag laying still etc.)
• Embedded magnetic detector that allows higher 

accuracy positioning using external exciters)
• Two programmable push buttons that can be 

configured to trigger specific functionality
• Multi purpose LED showing operation but also other 

indications
• OTA Configuration

• Dimensions (protective casing): 67 x 119 x 16 mm
• Three years uptime:  (based on beacons every 15s and 

8 hours/day)
• Operation temperature: 0 to +70 °C  

(option ‐30 to +85 °C)
• IP code: IP54
• Weight:  130 g
• Material:  ABS with protection casing in silicone rubber
• Wi‐Fi Certified
• Approvals: ETSI CE 
• CPU: ARM Cortex M4 80 MHz
• Flash: 16 Mb
• Accelerometer: 3d for power save and other purposes

• Cap lamp variant will be available in early 2017
– Same technology and features but powered 

via the cap lamp battery and without 
buttons

• Smaller personal tag will be available on 
request
– Same technology and features but smaller 

battery and form factor

• 100% compatible with Mobilaris Mining Intelligence
• Administrative functions available in MMI

• Compatible with Craycom 125 kHz 3d Inductive 
Exciter





The presentation is now over, thanks!


